
SC Field Assembly Fast Connector

Parameter
Insertion Loss 

Cable type 900um, 2mm, 3mm 
Drop fiber and Flat cable

Fiber type SM 9/125um or 
MM 50 or 62.5/125um

Max <0.4 dB, Typ < 0.2dB

Reference TIA/EIA-568-B, TIA/EIA 455

Item 

Return loss Min. 40dB (UPC)

SpecificationsFeatures
Factory-installed fiber stub.  
No epoxy or polishing required
Allows up to three re-termination result
Quick and easy fiber termination 
in the field
Eliminates cable excess length and 
pigtail splice storage
No tool for unluck operation

Telefly Field Termination Connectors are specially developed for providing a quick and easy 
termination of fibers in the field or environment where curing termination is not applicable.  This 
connector is TIA/EIA-568-B and TIA/EIA 455 compliant.  Both SC and FC types are available in 
single mode and multi mode.  Moreover, a very board chance of boots for 0.9 mm buffer cable, 
3mm cord cable and figure 8 flat cable allows the installer to terminate nearly most of the far 
end cable types in minutes. Thanks to the slide lock system, three or more re-termination is 
feasible for assuring optimized performance. More types of connectors are under being 
developed and will be launched soon.
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Performance Test Parameters

Item Condition Failure criteria
to be checked

Typical Max

Product 
Performance

Mechanical
Tests

Environmental
Tests

Insertion 
Loss (IL)
Return 
Loss (RL)

Vibration

Tensile

Impact 

Durability

Temperature
cycling

Humidity
Tests

Concatenation Method

Coupler with power source 
and meter
3 axes 2hr/axis,
1.52mm (peak-peak), 
10 to 55Hz (45Hz/min)
0.9 mm cord (0.5kg)
3.0 mm cord (2kg)
Flat cable (1kg), 60sec
1 impact from 4 meter 
(height)
100 repetition of
connecting/disconnecting
Lowest temperature: 
(-40+/-2)℃
Highest temperature: 
(+75+/-2) ℃
Dwell time: 1hr
Transition time: 1hr
Number of cycles: 21

4days at 40 +/-2℃
RH 90-95%

InsertionLoss (IL)

Return Loss(RL)

Changed in IL
before and after test

Changed in IL
before and after test

Changed in IL
before and after test
Changed in IL before 
and after test
Changed in IL
during and after
test
RL during test
Appearance
before and after
test

Changed in IL
during and after test

RL during test

Appearance
before and after test

 <0.2dB

<0.1dB

 <0.1dB

<0.1dB

 <0.1dB

 <0.3dB

<0.2dB

<0.4dB

> 50dB (PC)
> 60dB (APC)

<0.2dB

<0.2dB

<0.2dB

<0.2dB

<0.4dB

> 35dB (PC)

-

-

No defects

No defects

<0.4dB

> 40dB (PC)
> 45dB (APC)
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     - Arrange for a FAOC to assemble - Arrange for a FAOC to assemble .

3333 4444

连接头主壳体

houseing

- Strip the coating of optical cable over 4Strip the coating of optical cable over 4Strip the coating of optical cable over 4Strip the coating of optical cable over 45555mm.mm.mm.mm.

1.Procedure

Screw cap

Connector body

    ----Cut off the fiber at the length of Cut off the fiber at the length of Cut off the fiber at the length of Cut off the fiber at the length of 25252525mm using mm using mm using mm using 
   optical fiber cleaver.   optical fiber cleaver.   optical fiber cleaver.   optical fiber cleaver. 

6666

----And maintaining the cable bending with right hand, And maintaining the cable bending with right hand, And maintaining the cable bending with right hand, And maintaining the cable bending with right hand, 
  push the connecting holder forward to the end   push the connecting holder forward to the end   push the connecting holder forward to the end   push the connecting holder forward to the end 
  and fix the fiber.  and fix the fiber.  and fix the fiber.  and fix the fiber.

5555
Bending pointBending pointBending pointBending point

    ---- Insert optical cable into the fiber guide on the boot.  Insert optical cable into the fiber guide on the boot.  Insert optical cable into the fiber guide on the boot.  Insert optical cable into the fiber guide on the boot. 
        when it is checked  the bending of cable as above, when it is checked  the bending of cable as above, when it is checked  the bending of cable as above, when it is checked  the bending of cable as above, 
  stop inserting,  stop inserting,  stop inserting,  stop inserting,

45mm

- Insert screw cap into optical cableInsert screw cap into optical cableInsert screw cap into optical cableInsert screw cap into optical cable .

Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)Quick Assembly Connector (QAC/SC)
                 Assembly Manual                 Assembly Manual                 Assembly Manual                 Assembly Manual                 Assembly Manual                 Assembly Manual                 Assembly Manual                 Assembly Manual
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----Take the boot cover down ,connect the screw cap Take the boot cover down ,connect the screw cap Take the boot cover down ,connect the screw cap Take the boot cover down ,connect the screw cap 
  with boot by turning it  with boot by turning it  with boot by turning it  with boot by turning it

Turn the protrusion of housing toward the bottom Turn the protrusion of housing toward the bottom Turn the protrusion of housing toward the bottom Turn the protrusion of housing toward the bottom 
   and unite it to the body.   and unite it to the body.   and unite it to the body.   and unite it to the body.
- Completion.- Completion.- Completion.- Completion.

1111

 ----Pull out the housing and then separate Pull out the housing and then separate Pull out the housing and then separate Pull out the housing and then separate 
them by turning the screw capthem by turning the screw capthem by turning the screw capthem by turning the screw cap

----Pull the fiber connecting holder in reversePull the fiber connecting holder in reversePull the fiber connecting holder in reversePull the fiber connecting holder in reverse
 with procedure 8. And then, pull out the c with procedure 8. And then, pull out the c with procedure 8. And then, pull out the c with procedure 8. And then, pull out the c
able and reassemble.able and reassemble.able and reassemble.able and reassemble.

2.Reassembling

2222

※  If you have any questions in assembling , please contact us.

                                        

                    
                                             
                          

SC/APC Quick Assmbly connector Tools or kits
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